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Amendments to the Abstract 



The invention is an audio-video communication and answering system[J that 
synergisticallv improves communication betvyeen an exterior and an interior of a business 
or residence and a remote location, enables messages to be stored and accessed from both 
locally and remotely, and enables viewing, listening, and recording from a remote 
location. The system's properties make it particularly suitable as a sophisticated door 
answering - messaging system. The system has a DVMS module on the exterior The 
DVMS module has a proximity sensor, a video camera, a microphone, a speaker, an RF 
transmitter, and an RF receiver. The system also has a computerized controller with a 
graphic user interface DVMS database application. The computerized controller is in 
communication with a public switching telephone network, and an RF switching device. 
The RF switching device enables communication between the DVMS module and the 
computerized controller. The RF switching device can be in communication with other 
RF devices, such as a cell phone, PDA, or computer wh e r e th e syst e m's properti e s malc e 
it particularly suitabl e as a Digital Vid e o Messaging Syst e m for, amongst oth e r things, 
answering th e door sophisticat e d door answ e ring — m e ssaging syst e m. Th e el e m e nts of 
th e system ar e a DVMS outside module that is a wir e l e ss pock e t PC with a proximity 
s e nsor, a vid e o cam e ra, a microphon e , a sp e aker, a digital transmitter, a digital r e ceiver, 
and a keypad; a comput e riz e d controller that is a p e rsonal computer with compon e nts for 
playing and r e cording vid e o and audio m e dia; a DVMS insid e modul e having a scr ee n, a 
microphon e , a speolcer, a digital transmitt e r, a digital r e c e iv e r, and a k e ypad; a wirel e ss 
mode; and a DVMS databas e application with a graphic us e r int e rfac e . The 
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comput e riz e d controll e r is in communicQtion with q public switching t e l e phon e n e twork 
e nabling communication with r e mot e peripheral d e vic e s, such as a c e ll phon e , PDA, or 
computer. — Th e system is bas e d on th e Windows Mobil e 8 02.11b to coordinate 
communication b e tw ee n elem e nts. Th e databas e application coordinat e s responses to 
prompts and e v e nts. Th e proximity s e nsor activat e s the syst e m wh e n th e s e nsor detects 
th e visitor's pr e s e nc e . This then starts a s e ries of prompts and int e raction pr e scribed by 
th e application. Th e syst e m includ e s an e l e ctrically actuat e d lock that can b e actuat e d 
through a cod e e ntr)^ or r e motely. Th e syst e m enabl e s a visitor to communicat e v/ith an 
occupant e ither offsite or onsit e , wher e th e visitor n e ver Icnows th e occupant's location, 
unl e ss the occupant disclos e s his location . 
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